
 

 
 
 

1 No. = 9.0m x 6.0m 
1 No. = 6.0m x 4.0m 

 
 

Total 1 No. 

 
 

Total 4 Nos. 

Possible Rail Based EFTS 
( Subject to detail design by others ) 

 

Site Plan of                 
Kai Tak Development 

Ventilation louvers  

~5.0m 

Greening 

~
1.2m

 

 

Ventilation 
Shaft 

 

Note : 
1. All ventilation shafts and Type B staircase ground level access will be sited as close as to the preliminary EFTS alignment 

along the Runway Boulevard with minimal visual impact to the public areas. 
2. Acceptance of opened to view facilities subject to final approval by various Government Departments. 
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PARK 

RUNWAY 
BOULEVARD 

~3.0m 

Staircase Ground 
Access ( Type B ) 

F.S 

Inlet 

Water 

Meter 

Greening 

Staircase to 
underground 

plant 

 
  

~3.5m 

~
2.5m

 

. 

F.S 
Inlet 

Water 
Meter 

~
1.5m

 

 

~1.5m ~1.5m 

0.3m diameter 
retractable flue pipe 
(only in position 

when needed) Oil tank 

vent pipe 

5m above ground                 
level as per EPD 
requirement 

 
 

Total 4 Nos. 

 
  

~4.0m 

~
1.0m

 

 

Hinged Door 

Staircase to 
underground 

plant 

 
Door in close position 

 

Staircase Ground 
Access ( Type A ) 

Door in open position 

Possible Rail Based EFTS 
( Subject to detail design by others ) 

 

District Cooling System at the Kai Tak Development 
Underground Plant Rooms’ Operational Facilities on 

the Open Space at Runway Boulevard 
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